For 4.3GL engines:

1: GL engines were built with 2V intakes. The intake from the original engine will not mount on the longblock; Order:

- 1 ea. 3855805 intake manifold
- 1 ea. 3855807 gasket, intake
- 8 ea. 3856765 screw, intake

Install intake 3855805 on longblock.

**NOTICE** Engine failure may occur if intake is not installed correctly on longblock.

Check Workshop Manual 7743365 covering 4.3L Engine Mechanical for the procedure for the sealer and torquing the bolts on the intake. Both procedures are critical and must be followed.

2. The carburetor spacer from the original engine will not work on intake 3855805. A thicker spacer is needed to keep the carburetor linkage from binding on the intake. The higher carburetor location requires a different fuel pipe; Order:

- 1 ea. 3850056 carb spacer
- 4 ea. 3852864 screw, spacer
- 1 ea. 3855904 fuel pipe

Also order the following gaskets, seals;

- 1 ea. 3852109 gasket, distributor
- 1 ea. 3852111 gasket, thermo housing
- 1 ea. 3852479 o-ring, pwr. strg. line
- 1 ea. 3853279 gasket, carb adapter
- 1 ea. 3853280 gasket, carb to adapter
- 2 ea. 3853412 gasket, exhaust manf.