MERCURY (250 [3.0L EFI]]
S erial Mbr Range: 0G320600 THRU OT300333 (LUS4)

[@3 2 Cydle Quthoard Oil (92-826666A24)
2.4-c With Teflon {82-80285641)

MNote A - It is recommended Ihal connecting rod bolts be discarded after removal and new balls be
nstalled. Agply light oil to threads and bolt face: 1st torque = 15 |bein {1.5 Nm.); 2nd torque - 30 |b-fi (40.5
hm.). Turn belt an additional 50 degrees after 2nd torque is obtained.

< CRAMESHAFT - PISTOMS - AND COMMECTIMG RODS b w
Ref |Clazs|Part Description Qt Comment Footnote
1
2 M55| WEAR SLEEYE 1 A
3 i E7923T| BALL BEARING [LOWER) 1 A
4 53 EV44E| RETAIMING RING 1 5
5 43 13301 DRIVER GEAR 1 5
5 39 B16106| SEAL RING 7 5
7 28 91800, WOODRUFF KEY 2 A
g 25 39126) O RING 1 5
9 3170014 1| BEARING RACE 2 [S/N-0T325116 & BELOW) 5
3 Kl 282704 1| BEARING RACE 2 [S/N-0T 325117 & UP) 5
10 M55| ROLLER aa [S/H-0T325116 & BELOW) 5
10 M55| ROLLER BEARING 2 [S/H-0T325117 & UP) A
11 700 988295T 2|PISTOM 3 [STED) 5
11 700 582947 2|PISTON 3 [PORT] 5
12 40 841202) LOCK RING 12 5
13 39 827179412 PISTON RING 1 A
14 M55 FISTOM RIMNG [SECOND) f A
15 B47 8223734 7|CONMECTIMG ROD ASSEMBLY |B 5
16 10 94320 SCREW [1-1/4 1M 12 5
17 Kl 4301241 BEARING CAGE 5 5
18 M55 BEARING 96 A
19 12 88263| THRUST whaSHER 12 A
20 29 893258| ROLLER BEARING 204 5
21 Kl 2167734 2| MAIN BEARING [UPPER) 1 5
22 26 859093 OIL SEAL 1 5
23 2A B23683|0 RING 1 25
24 12 BB229'"WASHER 1 A
25 11 42979 MUT [M1E6x 1.5 1 5
- 27 832933498 | GASKET SET 1

E1 2487004 7 POWERHEAD 1




