MERCURY (402 CYL.]] [*#TVEL BRACKET b v
Serial Mbr Flange: 0G055314 THRU 0G7E0299 [USA)
Ref |Clazs|Part Description Qt Comment Footnote .
2 10 523313 SCREW [1-1/2 IN.] 1
3 12 71970 WASHER 1
4 12 37528 WASHER 2
5 11 34863 NUT [375-24) 2
5 822337 PUCK-CO-PILOT [NON HANDLE h|1
7| 3410 5217725 3| SWIVEL BRACKET ASSEMBLY |1 [BLACK)
7| 0 5217725 4| SWIVEL BRACKET ASSEMBLY |1 (GRAT]
3 2 821771 1| BUSHING (UPPER] 1 4
| 22 74036 GREASE FITTIMNG 3
10 23 B21777] BUSHING LOWER] 1
i 2 522404] SEAL 1
12 2 74036 GREASE FITTING 1
13 53230411 | CABLE ASSEMBLY 1
14 12 19619 'WASHER 1
15 11 B25164|NUT [ 575-14] 1
16 18 27763 COTTER PIN 1
17 821793 PIVOT PIN-REVERSE LOCK, 1
18 10 40083 10/ SCREW (M8 10] 1 [H&NDLE]
18 10 40011149 SCREW [MB ¥ 1,25 K 28] 1 MOM HAMDLE
13 522005 BOOT-RUBBER 1 NON HENDLE
20 24 521784| SPRING 1 NON HENDLE
21 12 19519 WASHER 1
2 19514|TILT TUBE 1
23 Ikl B26164|MUT [.875-14) 1
24 37 823701 1| DECAL-CO-PILOT 1
25 17 521533 FIN [TRILOBE) 1
% 2 823507 | EUSHING z
27 17 822430\ PMOT PIM [UPPER) 1
28 821775 1|STRAP-TILT STOP [MOMN POWER|1
23 821800 LINK-REVERSE LOCK (UPPER] |1
30 821793 1|LEVER-REVERSE LOCK 1
3 11 F1EES|NUIT 1
32 B26578| PIN-REVERSE LOCK, 2
33 24 F3662300| SPRING-REVERSE LOCK, 2
_ 34 821805 1|LINK-REVERSE LOCK. 1 1/81N. DIA. LINK ROD
Loctte 242 (92-800621) % 12 71055 WASHER 1 1/8IN. DIA. LINK ROD
2-4C With Teflon (92-825407A12) % 5218054 1| ARM-REVERSE LOCK, 1 1/2IN. DIA. LINK ROD 4
A - TIGHTEN NUT UNTIL IT SEATS AND THEN BACK OFF 1/4 TURN. 37 628365 REVERSE LOCK ! 1/81N. DIA, LINK ROD
B - TIGHTEN NUT TO 32 LB. FT. (43.4 N-M) AND THEN BACK OFF 1/4 TURN. £ 12 27882 WASHER ! 1/81N. DI, LINK AOD -




