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Option Group Graphic Film Card Date

EH97170-
07 13.02.2 eh943gt Z 02-AUG-04

Engines

6C8.3, C GAS PLUS CM556, G8.3, G8.3 CM558, GTA8.3 CM558, ISC CM2150, ISC CM554, ISC CM850, ISC8.3
CM2250, ISC8.3 G CM2180 C101, ISL CM2150, ISL CM554, ISL CM850, ISL G CM2180, ISL8.9 CM2150
L110, ISL8.9 CM2880 L112, ISL9 CM2150 SN, ISL9 CM2250, ISL9 CM2350 L101, ISL9 CM2350 L111, ISLE4
CM850, L GAS PLUS CM556, L8.9, L8.9 L121, L8.9G CMOH2.0 L125B, L9 CM2350 L116B, L9 CM2350 L119B, L9
CM2350 L120C, L9 CM2350 L123B, L9.3 L105, L9.5 L117, L9N CM2380 L124B, QSC8.3 CM2250, QSC8.3 CM2880
C102, QSC8.3 CM554, QSC8.3 CM850(CM2850), QSL9 CM2250, QSL9 CM2250 L115, QSL9 CM2350 L102, QSL9
CM2350 L107, QSL9 CM2350 L118, QSL9 CM2350 L122, QSL9 CM554, QSL9 CM850(CM2850), QSL9 G
CM558, QSL9 M CM2250 L106, QSL9.3 CM2880 L113

SMALL | MEDIUM | LARGE
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  EH97170-07 Alternator Drive  MR - DRIVE, ALTERNATOR...(More)

     Fan Drive Ratio: 1.35:1

     Fan Center (mm): 292.0

     Tensioner Position on

     Bracket: High

     Tsneioner Mounting Holes:

     Single Set

     Tensioner Pulley Type:

     Standard

     Water Pump Pulley Diameter

     (mm): 110.74

     Belt Supplier: Cummins

     Required Belt Length (mm):

     N/A

     Belt Tensioner Supplier:

     Cummins

     Damper Pulley Effective

     Diameter (mm): 173.76

     Engien Design Phase: Current

     Product

     Tall Tensioner Bracket: No

     Engine Family: C Series

     Alternator Manufacturer /

     Model: Bosch K-1

     Brazil May Use PN 3911558

     Instead of 3288867

     Brazil May Use PN 3967188

     Instead of 3937553



      

1 3282081 Hexagon Flange Head Cap Screw 1 M10 x 1.50 x 75

2 3283283 Belt Tensioner Bracket 1  

3 3900631 Hexagon Flange Head Cap Screw 1 M8 X 1.25 X 25.

4 3288867 V Ribbed Belt 1  

 5 3937553 Belt Tensioner 1  

6 3925186 Flat Head Cap Screw 1 M8 x 1.25 x 25
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